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Usage

• for SANIT concealed cisterns with small access opening

Features

• dual flush

• front and top-operated

Technical specifications

• Material - palstic, thermosetting plastic, glass or brushed stainless steel

• l/w/h: 202 / 145 / 10 mm

• actuating power < 20N

Included

• actuator element incl. chromed decorative frame, cover plate and fixing bolts

Code No.

• 16.750.01..0000 - plastic, alpine white

• 16.750.81..0000 - plastic, chrome

• 16.750.93..0000 - plastic, matt chrome

• 16.751.01..0000 - thermosetting plastic, white

• 16.751.82..0000 - thermosetting plastic, black

• 16.752.01..0000 - glass, white   (without chromed decorative frame)

• 16.752.C8..0000 - glass, black   (without chromed decorative frame)

• 16.752.41..0000 -  glass, anthracite   (without chromed decorative frame)

• 16.761.00..0000 -  brushed stainless steel   (without chromed decorative frame)
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Accessories

• INEO FRESH Box Code No. 05.158.00..0000

• Extension set Code No. 05.018.00..0000

• Universal flush mechanism INEO for SANIT concealed cisterns with small access opening

from year of construction 2002 Code No. 03.982.00..0000

• Automatic WC interval flush INEO REED Code No. 05.184.00..0000

• Battery compartment for push plates Code No. 05.289.00..0000

Suitable for the following SANIT concealed cisterns:

CC-122-S-UO-2V-2C

CC-121-S-FO-2V-2C

CC-120-S-FO-2V-2C

CC-150-S-UO-2V-2C

CC-150-S-FO-2V-2C

CC-200-S-FO-2V-2C

CC-80-S-FO-2V-2C


